## SERVICE CLASSIFICATION NO. 14

## INTERRUPTIBLE TRANSPORTATION SERVICE TO ELECTRIC GENERATION FACILITIES

## APPLICABLE TO USE OF SERVICE FOR

This rate schedule is available to Electric Generation Facilities (herein called "the Customers") with a minimum generation capacity of 50 megawatts where the Customer's premises are (a) located adjacent to the Company's existing gas mains having adequate capacity to supply the Customer's prospective requirements in addition to the simultaneous requirements of present or prospective customers taking firm service from such gas mains; or (b) at other points under arrangements made in accordance with General Information, Section 25 which warrants provision of the additional facilities required to supply the Customer's prospective requirements by the Company. The natural gas transported under the provisions of this tariff will be used solely to meet boiler-fuel generation requirements.

## CHARACTER OF SERVICE

Interruptible transportation service of customer-owned gas that the customer has arranged to have transported to a delivery point at the boundary of the Company's service territory. The Company will determine the designated receipt point of customer-owned gas receipts. The Company is not obligated to receive deliveries in excess of the Customer’s Maximum Daily Quantity (MDQ) as defined in Special Provision 14.10. The customer-owned gas will be converted from the pipeline unit of measurement to the unit of measurement used for billing purposes at the Company's point of receipt. The Company will use the delivering pipeline's average monthly Btu rate for the unit conversion.

